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REMOVAL NOTE: Only one side of the header is shown,
both sickle shafts are removed, installed and

The shield, 1, Figure 1, must be removed to adjusted in the same way.

change the yoke shaft on the right side. The left

side needs only to have the shield opened as

shown in Figure 2.

Sample of manual. Download All 4 pages at:

https://lwww.arepairmanual.com/downloads/new-holland-ford-wobble-drive-service-repair-manual/
@ 1984 FORD NEW HOLLAND, INC.

Reprinted


https://www.arepairmanual.com/downloads/new-holland-ford-wobble-drive-service-repair-manual/
https://www.arepairmanual.com/downloads/new-holland-ford-wobble-drive-service-repair-manual/

Product: New Holland Ford Wobble Drive Service Repair Manual

Full Download: https://www.arepairmanual.com/downloads/new-holland-ford-wob

b S

i

Figure 3

Loosen the clamping bolt, 1, Figure 3, in the drop
link, 2. Remove the bolt, 3, in the outer end of
connecting rod, 4. Swing the connecting rod
down out of the link. Do not lose the oil seal
spacers on the front and back of the connecting
rod. Be sure no dirt gets into the bearings.

Remove paint from the shaft and remove drop
link, 2; the key will be removed with it.

Mark the position of housing, 1, Figure 4, and
guide, 2, on the header frame. This will save time
when reinstalling the housing.

NOTE: There are varying numbers of shims,
3, used between housing, 1, and the sheet
metal guide, 2. Note the number of shims
used at each of the four bolts, 4, in the
housing.

Remove the four bolts, 4.

Loosen the four bearing retainer bolts, 5, and pull
the lower end of the shaft out away from the
machine.

To remove the yoke end of the shaft, remove the
trunnion bearing caps, 1, Figure 5. There are
shims under the caps; remove them from the
yoke and keep them with the caps.

Move the shaft sideways on the hub to remove
the bearing cups. After the cups have been
removed, the shaft can be pivoted off the hub, 2.
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Figure 4

After the shaft has been removed, remove the
four bolts and bearing retainer, 2, Figure 6. There
are shims under the retainer; keep them with the
retainer. Move the housing, 4, back on the shaft.
Mark the position of the bearing cones, 5, on the
shaft.

Remove any burrs or high spots on the shaft and
press the bearings off the shaft.
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https://lwww.arepairmanual.com/downloads/new-holland-ford-wobble-drive-service-repair-manual/


https://www.arepairmanual.com/downloads/new-holland-ford-wobble-drive-service-repair-manual/
https://www.arepairmanual.com/downloads/new-holland-ford-wobble-drive-service-repair-manual/
https://www.arepairmanual.com/downloads/new-holland-ford-wobble-drive-service-repair-manual/
https://www.arepairmanual.com/downloads/new-holland-ford-wobble-drive-service-repair-manual/

